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dates in paragraphs (d)(1) and (2) of this
section apply to you:

(1) Any portion of the existing pri-
mary magnesium refinery that is a new
affected source or a new reconstructed
source must be in compliance with this
subpart upon startup.

(2) All other parts of the primary
magnesium refinery must be in compli-
ance with this subpart no later than 2
years after it becomes a major source.

(e) You must meet the notification
and schedule requirements in §63.9930.
Several of these notifications must be
submitted before the compliance date
for your affected source.

EMISSION LIMITATIONS AND WORK
PRACTICE STANDARDS

§63.9890 What emission limitations
must I meet?

(a) You must meet each emission
limit in Table 1 to this subpart that ap-
plies to you.

(b) For each wet scrubber applied to
meet any particulate matter, particu-
late matter less than 10 microns
(PM,0), chlorine, hydrochloric acid, or
dioxins/furans emission limit in Table 1
to this subpart, you must maintain the
hourly average pressure drop and
scrubber liquid flow rate at or above
the minimum level established during
the initial or subsequent performance
test.

§63.9891 What work practice stand-
ards must I meet for my fugitive
dust sources?

(a) You must prepare and at all times
operate according to a fugitive dust
emissions control plan that describes
in detail the measures that will be put
in place to control fugitive dust emis-
sions from all unpaved roads and other
unpaved operational areas.

(b) You must submit a copy of your
fugitive dust emissions control plan for
approval to the Administrator on or
before the applicable compliance date
for the affected source as specified in
§63.9883. The requirement to operate
according to the fugitive dust emis-
sions control plan must be incor-
porated by reference in the source’s op-
erating permit issued by the permit-
ting authority under 40 CFR part 70 or
40 CFR part T1.

§63.9900

(c) You can use an existing fugitive
dust emissions control plan provided it
meets the requirements in paragraphs
(c)(1) through (3) of this section.

(1) The plan satisfies the require-
ments of paragraph (a) of this section.

(2) The plan describes the current
measures to control fugitive dust emis-
sion sources.

(3) The plan has been approved as
part of a State implementation plan or
title V permit.

(d) You must maintain a current
copy of the fugitive dust emissions con-
trol plan on-site and available for in-
spection upon request. You must keep
the plan for the life of the affected
source or until the affected source is no
longer subject to the requirements of
this subpart.

OPERATION AND MAINTENANCE
REQUIREMENTS

§63.9900 What are my operation and
maintenance requirements?

(a) As required by §63.6(e)(1)(i), you
must always operate and maintain
your affected source, including air pol-
lution control and monitoring equip-
ment, in a manner consistent with
good air pollution control practices for
minimizing emissions at least to the
levels required by this subpart.

(b) You must prepare and operate at
all times according to a written oper-
ation and maintenance plan for each
control device subject to an operating
limit in §63.9890(b). Each plan must ad-
dress preventative maintenance for
each control device, including a pre-
ventative maintenance schedule that is
consistent with the manufacturer’s in-
structions for routine and long-term
maintenance.

(c) You must maintain a current
copy of the operation and maintenance
plan required in paragraph (b) of this
section on-site and available for in-
spection upon request. You must keep
the plan for the life of the affected
source or until the affected source is no
longer subject to the requirements of
this subpart.

143



		Superintendent of Documents
	2014-08-18T08:35:49-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




